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Reporting for LF with GCCS 
•  Same data needed for landfill 

without GCCS to obtain generation 
estimates 

•  Calculate the annual quantity of CH4 
recovered and destroyed by GCCS 
by: 

•  Continuous monitoring of gas 
flow rate or 

•  Continuous or weekly 
monitoring (prior to destruction) 
of: 

•  CH4 concentration 
•  Temperature 
•  Pressure 
•  Moisture 

Reporting for LF with GCCS 

Calculate emissions two ways 
and report BOTH: 

•  Subtract CH4 recovered 
from CH4 generated 

•  Apply a gas collection 
efficiency to measured 
amount of CH4 recovered 
(account for CH4 that is 
emitted thru cover) 

DOCUMENTATION 
“The owner or operator shall document the 

procedures used to ensure the accuracy 
of disposal quantities, if applicable, gas 
flow rate, gas composition, pressure and 
temperature. These procedures include, 
but not limited to, calibration of weighing 
equipment, fuel flow meters, and other 
measurement devices. The estimated 
accuracy of measurements made with 
these devices shall also be recorded, and 
the technical basis for these estimates 
shall be provided”. 

Other Regulations 
 New Mexico Environment 
Department Air Quality had  
proposed regulations for GHG 
Reporting. They decided to 
hold off implementing GHG 
until mid-2010 ??? 

 They working with 
stakeholders  to harmonize 
GHG reporting rules with 
the Federal regulations.  




